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§ 56.9201 Loading, hauling, and un-
loading of equipment or supplies.

Equipment and supplies shall be load-
ed, transported, and unloaded in a
manner which does not create a hazard
to persons from falling or shifting
equipment or supplies.

§ 56.9202 Loading and hauling large
rocks.

Large rocks shall be broken before
loading if they could endanger persons
or affect the stability of mobile equip-
ment. Mobile equipment used for haul-
age of mined material shall be loaded
to minimize spillage where a hazard to
persons could be created.

SAFETY DEVICES, PROVISIONS, AND PRO-
CEDURES FOR ROADWAYS, RAILROADS,
AND LOADING AND DUMPING SITES

§ 56.9300 Berms or guardrails.
(a) Berms or guardrails shall be pro-

vided and maintained on the banks of
roadways where a drop-off exists of suf-
ficient grade or depth to cause a vehi-
cle to overturn or endanger persons in
equipment.

(b) Berms or guardrails shall be at
least mid-axle height of the largest
self-propelled mobile equipment which
usually travels the roadway.

(c) Berms may have openings to the
extent necessary for roadway drainage.

(d) Where elevated roadways are in-
frequently traveled and used only by
service or maintenance vehicles, berms
or guardrails are not required when all
of the following are met:

(1) Locked gates are installed at the
entrance points to the roadway.

(2) Signs are posted warning that the
roadway is not bermed.

(3) Delineators are installed along
the perimeter of the elevated roadway
so that, for both directions of travel,
the reflective surfaces of at least three
delineators along each elevated shoul-
der are always visible to the driver and
spaced at intervals sufficient to indi-
cate the edges and attitude of the road-
way.

(4) A maximum speed limit is posted
and observed for the elevated unbermed
portions of the roadway. Factors to
consider when establishing the max-
imum speed limit shall include the
width, slope and alignment of the road,

the type of equipment using the road,
the road material, and any hazardous
conditions which may exist.

(5) Road surface traction is not im-
paired by weather conditions, such as
sleet and snow, unless corrective meas-
ures are taken to improve traction.

(e) This standard is not applicable to
rail beds.

[53 FR 32520, Aug. 25, 1988, as amended at 55
FR 37218, Sept. 7, 1990]

§ 56.9301 Dump site restraints.
Berms, bumper blocks, safety hooks,

or similar impeding devices shall be
provided at dumping locations where
there is a hazard of overtravel or over-
turning.

§ 56.9302 Protection against moving or
runaway railroad equipment.

Stopblocks, derail devices, or other
devices that protect against moving or
runaway rail equipment shall be in-
stalled wherever necessary to protect
persons.

§ 56.9303 Construction of ramps and
dumping facilities.

Ramps and dumping facilities shall
be designed and constructed of mate-
rials capable of supporting the loads to
which they will be subjected. The
ramps and dumping facilities shall pro-
vide width, clearance, and headroom to
safely accommodate the mobile equip-
ment using the facilities.

§ 56.9304 Unstable ground.
(a) Dumping locations shall be vis-

ually inspected prior to work com-
mencing and as ground conditions war-
rant.

(b) Where there is evidence that the
ground at a dumping location may fail
to support the mobile equipment, loads
shall be dumped a safe distance back
from the edge of the unstable area of
the bank.

§ 56.9305 Truck spotters.
(a) If truck spotters are used, they

shall be in the clear while trucks are
backing into dumping position or
dumping.

(b) Spotters shall use signal lights to
direct trucks where visibility is lim-
ited.
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